A

ARUN °

PREVENTORS & AUTO START

Arun Preventor’s come with heavy duty fittings for enhanced safety and finish. ARUN preventors
secure the motor from phase reversal and voltage fluctuations, also provides safety for up to 20
H.P motors.

Range
1) Dry Run Preventor
Type Version Max. Motor Catalogue No.
Output (H.P)
AK-1 Connector 1 APRI1
ACH Wire 2 APR1
Ar-Sona 3 APR2
5
7.5
10
12.5

Connector Type Preventor Wire Type Preventor Ar-Sona Preventor

2) Arun S.P Preventor Toroidal

Max. Motor Output (H.P)  Catalogue No.
5,7.5,10,12.5, 15,20 APR3

3) Arun SB-7 Preventor

Max. Motor Output (H.P) Catalogue No.
1,2,3,5,7.5,10,12.5,15,20 APR4

4) Arun Preventor with Auto

Catalogue No.
APRS
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Single Phase Preventor with Auto
5) Arun Bakelite Auto Start

Max. Motor Output (H.P) Catalogue No.
1,2,3,5,7.5,10,12.5,15,20 APR6
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Bakelite Auto Start

1) Arun Electronic Auto Start

Catalogue No.
APR7
FEATURES
1) 100 % impairs the functionality of the motor starter under single
phasing.
Auto — Start

2) Helps to start the motor automatically, when the power comes back.
3) Time delay before restart to settle power supply fluctuations



